
 

Block
Type

 Slab 
Depths 

Dimensions (mm)
(length x width x height)

 

S120 170mm 450 x 220 x 120 
S150 200mm 450 x 220 x 150 
S205 255mm 450 x 220 x 205 
S290 340mm 450 x 220 x 290  
S-Tray filler block 450 x 220 x 55 

 

STAIRCASESRIB & BLOCK SLABS
 

  

 

 We are the manufacturers of the strongest 

quality concrete pre-stressed lintels, flooring 

beams (ribs) and concrete planks that reach a 

concrete strength of  80mpa  after   28 days! 

With more than 50 years experience in the 

construction industry, we add value in pro-

ducing quality concrete products, according 

SABS methods, at our factory in Laser Park, 

Honeydew in Gauteng.

 
We sell directly from our factory to the 

public! You can either collect from us or our 

fleet of trucks can deliver for you.

Quality products!
        Service excellence!
   Competitive prices!

Architect plans show the aesthetic design of 
a staircase. The structural engineer’s design 
of the same staircase specifies the 
reinforcing, building and shuttering 
requirements of the staircase. 

These staircases are mounted on a reinforced 
foundation footing and into the slab 
according to engineers’ specifications. We 
can assist you with any design that you may 
require for your staircase. 

The rib   and   block   system   consists   of     

pre-stressed ribs, hollow core blocks, Y-10 

rebar and Ref100Mesh. This system can be 

used for basement-, first floor and roof slabs. 

All re-inforcing steel & mesh requirements 

for your slab are supplied as per engineer’s 

bending schedule.

Pre-stressed Ribs (flooring beams)
- Lenghts 0.9m to 7.2m with 7 wires @ 4mm

- Lenghts 7.3m to 9.0m with 9 wires @ 4mm

- Width x height 140mm x 60mm

- Rib & block centers @ 590mm

- Strenght 80mpa @ 28 days

  Blocks manufactured at our block plant

 Design ♦ ♦ ♦ ♦
♦ ♦

 Supply  Install 
SLABS  STAIRS  BEAMS



 
 

 

 

  
  

 

 
 

 

 

 

 

 
 

 

 

ENGINEERING SERVICES

OTHER SERVICES 

OTHER CONCRETE
PRODUCTS AVAILABLE

Sizes:
Lintels: 110 x 75mm 

Maxi lintels: 140 x 75mm

Ribs:  140 x 60mm 

Planks: 230 x 75mm

We are proud to say that all 

our operations support the 

conservation of the 

environment. 

LINTELS, MAXI LINTELS & 
PLANKS

CONTACT DETAILS
Physical address:
1 Printech Street, Laser Park, Honeydew 

 
 

Postal address:
PO Box 3055, Honeydew, 2040

Telephone nrs:

 

011 794 5073

   

011 794 6286 
Fax nr:

  
   

086 684 7879

Cell nr:

  

082 345 3867
Email:

   

sales@rhinoslabs.co.za
Website:

Please follow us on:

RhinoSlabsJHB

rhinoslabs  

ww

Rep: Cell:

w.rhinoslabs.co.za

Free consultations and technical advice are rendered 
at our offices by our team of qualified and 

experienced personnel.

• On-site measuring & slab quotes

• OHS compliant - Health & Safety Files

• Deliveries

• Installation of slabs, stairs & beams

 • Placing of concrete / ready mix 

We manufacture all our pre-stressed products 

on a daily basis at our factory with quality 

pre-stressed wiring together with the finest 

quality cement and aggregates.

CAGE BEAMS

• Slab & Beam designs

• Soil testing & foundation
 designs

• Staircase designs

• Slab, Foundation &
 Roof inspections

• Structural steel & detailing

• NHBRC approved building plans

We develop unique building solutions for our 

customers who are assisted by our team of     

professional engineers.

Several types of beams can be required as 

additional support for concrete slabs or as 

features for aesthetic purposes. Typical types 

of beams:

•   Internal beams

•   Ring beams

•   Arch beams

•   Up- and down standing beams

These cage beams can be mounted on 

reinforced concrete pillars, into the walls of 

a building structure or within the slab 

according to engineers’ specifications.

*Stepping stones (pavers)

*Kerbstones

*Pillarcaps (pyramid) & wallcaps (ridging)

*Window sills 

*Airbricks & Gully tops

*Retaining blocks


